GAS SOLENOID VALVES

APPROVED TO EN161 - MEET BRITISH GAS INDUSTRY REQUIREMENTS

230 Vac coil. Class A. EN161 & Din3391 to 3394. Normally closed.

MANUAL RESET

ZEVM15 % BSP 230 Vac £70.00
ZEVM20 /4 BSP 230 Vac £90.00
ZEVM25 1" BSP 230 Vac £95.00
ZEVM32 14" BSP 230 Vac £150.00
ZEVMA40 14" BSP 230 Vac £160.00
ZEVM50 2" BSP 230 Vac £199.00
ZEVM65 2% BSP 230 Vac £295.00
ZEVM80 3" BSP 230 Vac £350.00
ZEVMF65 65mm (2%") flanged PN16 230 Vac £380.00
ZEVMF80 80mm (3") flanged PN16 230 Vac £400.00
ZEVMF100 100mm (4”) flanged PN16 230 Vac £500.00

SPARE COILS FOR ZEV RANGE

C-ZEV10/15 For %" & 4" 230 Vac £41.00
C-ZEV20/25 For %" & 1" 230 Vac £59.00
C-ZEV32/40 For 14" & 14" 230 Vac £99.00
C-ZEV50 For 2" 230 Vac £133.00
C-ZEV65/80 For 24", 3”,65mm & 80mm 230 Vac £215.00
C-ZEVF100 For 100mm 230 Vac £560.00

CLOSED POSITION INDICATION (CPI) SWITCH

CPI-20/25 Valve size %#"and 1” £29.00
CPI-32/40 Valve size 14" and 1.4" £29.00
CPI-50 Valve size 2" £29.00
CPI-65/80 Valve size 24" and 3" BSP & Flanged £29.00
CPI-100 Valve size 4” Flanged £29.00

EMERGENCY STOP BUTTON / THERMAL LINKS

EMERGENCY STOP BUTTON

10 (6) at 230 Vac Volt free contact.

EM-1 With key Push to break circuit — Turn to reset £10.00
EM-1K Push to break circuit — Use key to reset £14.00

THERMAL LINK

Rating 24 Vac/dc 110 Vac, 230 Vac 10A

TL-1 Fuse melting Temp <72° IP20 20mm Condit entry in one end £10.00
TL-2 Fuse melting Temp <72° IP20 £10.00
F-1 Spare Fuse £1.00

The unit should be mounted so that the perforated cover faces downwards and the ventilation holes in
the back/side of the box must not be obstructed.

T: 08451 700 740 F: 08451 700 750




